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(1) Standards of the Underwriters
Laboratories, Inc. Information and cop-
ies may be obtained by writing to: Un-
derwriters Laboratories, Inc., 333
Pfingsten Road, Northbrook, Illinois
60062.

(2) Specifications of the American
Society for Testing and Materials. In-
formation and copies may be obtained
by writing to: American Society for
Testing and Materials, 1916 Race
Street, Philadelphia, Pennsylvania
19103.

(3) Specifications of the National As-
sociation of Chain Manufacturers. In-
formation and copies may be obtained
by writing to: National Association of
Chain Manufacturers, P.O. Box 3143,
York, Pennsylvania 17402–0143.

(4) Specifications of the Web Sling
and Tiedown Association. Information
and copies may be obtained by writing
to: Web Sling and Tiedown Association,
Inc., 710 East Ogden Avenue, suite 113,
Naperville, Illinois 60563.

(5) Manuals of the Wire Rope Tech-
nical Board. Information and copies
may be obtained by writing to: Wire
Rope Technical Committee, P.O. Box
849, Stevensville, Maryland 21666.

(6) Standards of the Cordage Insti-
tute. Information and copies may be
obtained by writing to: Cordage Insti-
tute, 350 Lincoln Street, No. 115,
Hingham, Massachusetts 02043.

(7)–(9) [Reserved]
(10) All of the materials incorporated

by reference are available for inspec-
tion at:

(i) The Department of Transportation
Library, 400 Seventh Street, SW.,
Washington, DC 20590 in room 2200.

These documents are also available for
inspection and copying as provided in
49 CFR part 7, appendix D; and

(ii) The Office of the Federal Reg-
ister, 800 North Capitol Street, NW.,
suite 700, Washington, DC.

[59 FR 34712, July 6, 1994, as amended at 59
FR 34718, July 6, 1994]

Subpart B—Lighting Devices, Re-
flectors, and Electrical Equip-
ment

§ 393.9 Lamps operable.

All lamps required by this subpart
shall be capable of being operated at
all times.

(49 U.S.C. 304, 1655; 49 CFR 1.48(b) and 301.60)

[47 FR 47837, Oct. 28, 1982]

§ 393.11 Lighting devices and reflec-
tors.

The following Table 1 sets forth the
required color, position, and required
lighting devices by type of commercial
motor vehicle. Diagrams illustrating
the locations of lighting devices and
reflectors, by type and size of commer-
cial motor vehicle, are shown imme-
diately following Table 1. All lighting
devices on motor vehicles placed in op-
eration after March 7, 1989, must meet
the requirements of 49 CFR 571.108 in
effect at the time of manufacture of
the vehicle. Motor vehicles placed in
operation on or before March 7, 1989,
must meet either the requirements of
this subchapter or part 571 of this title
in effect at the time of manufacture.
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